
Big Creek Township
Cross Connection Ordinance

Ordinance number

An ordinance regulating crossconnections withthe publicwatersupply system, i.e., a
connection or arrangement of pipingor appurtenances through whichwaterof
questionable quality, wastes or othercontaminants canenter thepublic water supply
system.

Be it ordained by the townshipofBig Creek, State ofMichigan:

Section 1. ThatBigCreekTownship adopts by reference the WaterSupply
Cross Connection Rules of the MichiganDepartment ofEnvironmental Qualitybeing R
325.11401 to R 325.11407 of the Michigan Administration Code.

Section 2. That it shall be the duty ofthe Big Creek/MentorUtility Authority
to cause inspections to bemade of all properties served by thepublic water supply where
crossconnection with the publicwater supplyis deemed possible. The frequency of
inspections andreinspections based onpotential health hazards involved shall be as
established bytheBigCreek/Mentor Utility Authority and asapproved bytheMichigan
Department ofEnvironmental Quality.

Section 3. That therepresentative of the BigCreek/Mentor Utility Authority
shall have theright to enter at any reasonable tuneany property served bya connection to
the public water supply system ofBig Creek Township for the purpose of inspecting the
piping system orsystems thereofforcross connections. On request, the owner, lessees, or
occupants ofany property so served shall furnish to the inspection agency any pertinent
information regarding the piping system or systems onsuch property. The refusal of such
information or refusal of access, whenrequested shallbe deemed evidence of the
presence ofcross connection.

Section 4. That theBigCreek/Mentor Utility Authority is hereby authorized
and directed to discontinue water service after reasonablenotice to any property wherein
any connection inviolation ofthis ordinance exists and totake such other precautionary
measures deemed necessary to eliminate any danger of contamination ofthe public water
supply system. Water service tosuch property shaHnot berestored until the cross
connection(s) has been elimmated incompliance with the provisions ofthis ordinance.

Section5. Thatall testable backflow prevention devices shallbe tested
initially upon installation tobesure that the device isworking properly. Subsequent
testing ofthedevices shall be conducted ata time interval specified by the Big
Creek/Mentor Utility Authority and in accordance with Michigan Department of
Environmental Quality requirements. Only individuals approved bytheBig
Creek/Mentor Utility Authority shall bequalified to perform such testing. That
individual(s)shall certify results ofhis/her testing.




